
JEL Pala�x

► JEL Pala�x

The JEL Pala�x is used as a protective sieve for dissolving 

agglomerated product as well as for dedusting or straining of 

powdery and granular products.

► Operation

The product to be screened is fed into a sieve cylinder via a  

conveying screw and distributed evenly on the sieve by adjustable 

multi-plate bars. Due to the centrifugal force resulting from the 

speed of the multi-plate body the product is strained through the 

screen mesh. Oversize grains or impurities are discharged via the 

outlet for coarse material.

Adjustable beater ledges1 Easy changing of 
sieve half shells

2 Product feeding  
via integrated spiral/ 
conveying screw

4Simple handling3

► Machine equipment

The centrifugal screening machine JEL Pala�x has a modular and 

compact structure.

1

4

2

3

► Areas of application

► Screening applications

Protective 
screening

Grading Coarse/Oversize 
 grain screening

Straining Deagglo- 
merating

● ○ ● ● ●

► Bulk solids

Grainy Powdery Finely 
powdered

Fatty Granular

● ● ● ○ ●

Chemicals Plastics Pharma-
ceuticals

Foodstuffs Similar 
industries

● ● ● ● ●

Centrifugal Screening Machine
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PALAFIX 150 / 200 / 300 / 500 / 700

Type Screening surface Weight Power Speed Voltage Frequency
150/200 0.09 m2 100 kg 0.37 kW 750 min-1 230/400 V 50 Hz
200/300 0.18 m2 120 kg 0.55 kW 750 min-1 230/400 V 50 Hz
200/450 0.28 m2 140 kg 0.55 kW 750 min-1 230/400 V 50 Hz
200/600 0.37 m2 160 kg 0.75 kW 750 min-1 230/400 V 50 Hz
300/800 0.75 m2 350 kg 4.00 kW 665 min-1 230/400 V 50 Hz

300/1200 1.13 m2 450 kg 4.00 kW 665 min-1 230/400 V 50 Hz
500/1000 1.57 m2 800 kg 5.50 kW 388 min-1 230/400 V 50 Hz
700/1500 3.30 m2 2000 kg 7.50 kW 267 min-1 230/400 V 50 Hz

► Design 

  Stainless steel material

  GMP execution is possible

  ATEX design is available

► Technical details

DIMENSIONS PALAFIX 150 / 200 [mm]

JEL Pala�x

Type Ø A1 Ø A2 B Ø E H H1 H2 L L1 L2 L3 L4 L5 SD SL
150/200 168.3 120 396 168.3 550 380 170 1320 350 300 150 270 300 150 200
200/300 219.1 120 396 168.3 650 400 170 1554 400 400 150 270 375 200 300
200/450 219.1 120 396 168.3 650 400 170 1660 400 500 150 270 375 200 450
200/600 273 120 420 168.3 795 500 215 2080 600 675 150 290 375 200 600

Convincing facts

Optimal adjustment of straining ledges  
to the individual product

Easy and quick screen changing

Short downtimes due to  
easy cleaning

Easy operation
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► Ihr Ansprechpartner
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DIMENSIONS PALAFIX 300 / 500 / 700 [mm]

Type ØA1/2 B ØC ØE H H1 H2 H3 H4 L L1 L2 L3 L4 SD SL
300/800 219.1 690 88.5 219.1 960 625 275 335 310 2100 145 675 595 340 300 800

300/1200 219.1 690 88.9 219.1 1160 825 275 335 510 2500 145 625 845 590 300 2 x 600
500/1000 273 920 114.3 273 1310 850 350 460 410 2500 170 825 715 400 500 1000
700/1500 273 1090 114.3 273 1880 1160 790 700 560 3600 200 1050 925 750 700 1500

PALAFIX 150 / 200 PALAFIX 300 / 500 / 700
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Centrifugal Screening Machine
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► Your contact person

Information JEL Pala�x

J. Engelsmann AG

Frankenthaler Str. 137-141 
D-67059 Ludwigshafen 
info@engelsmann.de 
www.engelsmann.com

Do you still have questions 
or would you like a non-
binding price quotation? 
Then simply contact our 
team of experts.

Moritz Meier

Screening technology 
Phone + 49 (0) 621 59002-42 
Fax + 49 (0) 621 59002-550 
moritz.meier@engelsmann.de




